
Optimize food handling with ProLeaver® Card Feeding Systems—automated solutions designed to 
place cards beneath slices, preventing sticking and preserving quality.

The ProLeaver Card Dispenser, Next Generation, brings enhanced automation and precision to card feeding, building on 
the success of our previous model with significant upgrades in control, safety, and user accessibility. This advanced system 
enables continuous operation, reduces manual handling, and integrates seamlessly into high-demand production lines for 
improved efficiency and reliability.

FEATURES
•	 Automated Reloading: Automatically reloads 

cards to maintain productivity and minimize 
downtime.

•	 High Throughput: Feeds up to 80 cards per 
minute, reducing missed feeds, double feeds, 
and jams.

•	 Advanced Control System: Features 
Allen‑Bradley® PLC and Kinetix® 5500 drives 
with single-cable VPH motors for precise 
control.

•	 Streamlined Maintenance: Simplified wiring 
and fewer sensors improve troubleshooting, 
with Ethernet connectivity for better 
communication.

•	 User-Friendly Interface: HMI with fewer 
setpoints, recipe control, multiple login levels, 
and fault reporting for easy operation.

•	 Enhanced Safety: RFID safety interlocks with 
LED indicators and locks on key points, like the 
elevator door, ensure safety.

•	 Tool-Free Adjustability: Knob-adjustable card 
guides allow quick, tool-free changes, speeding 
up maintenance.

PROTEIN

Elevate your production 
with the ProLeaver - where 
precision meets versatility.

Scan the QR code for a 
personalized quote.

PROLEAVER  
CARD DISPENSER,  
NEXT GENERATION



TECHNICAL SPECIFICATIONS
Production Capacity

Maximum Portion Size:  
7.5” L x 9.5” W

Minimum Portion Size:  
5” L x 8” W

Maximum Card Dimension:  
8.5” L x 10” W

Minimum Card Dimension:  
5.25” L x 8” W

Runtime: Continuous operation with 
card magazine reload while running

Production Rates

Up to 80 portions per minute 
(dependent on product length  
and condition)

Multi-Lane Capability

No

Utilities

Electrical: Grounded 480 VAC,  
3 Phase, 60 Hz 

Pneumatic: 60 PSIG @ 1.5 SCFM

Certifications

Patent Pending
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